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Typ svietidla

Fotometrickeé teleso

Charakteristiky svietidla

VSeobecnéinformacie

Materidly

Metdda montéaze

Terminal

Typ svetelného zdroja

Hmotnost svietidla netto /
brutto

Rozmery krabice [cm]

Rozmery svietidla [cm]

Technické Udaje
LED moduly

Ovladac

Vykon svetelného zdroja
Prikon svietidla
Svetelny tok lampy
Svetelny tok svietidla
Ucinnost svietidla

ULOR

Teplota farby

Farebna konzistencia
(McAdamova elipsa)

Index podania farieb CRI
L80TM-21[wg LM-80]
L90 TM-21[wg LM-80]
Svietidlo Power Factor
Faktor THD
TaNominalna teplota

Rozsah prevadzkovejteploty

okolia (temp.)

RozloZenie svetlazo Styroch stréan zakryté zhora.

Stipové svietidlo so stabilnou a odolnou $truktirou.

Pre osvetlenie sikromnych a verejnych priestorov

Narvik 111733XX0010
14.10.2026v.10.9
www.norlys.no

Pragkovou farbou natrety hlinikovy odliatok. Soovka - saténovy PMMA

plast. Silikénové tesnenie.

Montaz svietidla: 6 ovalnych otvorov 10x15 s priemerom @172mm kazdych

60°

Ostatné prislusenstvo musibyt zakipené samostatne

Pripojovacie svorky: max 2x4mm?2

Moznost pripojenia svietidla so slu¢kami max. 2x4mm?

Okruhly izolovany kabel s priemerom: @8...12mm alebo 210...14mm

Svietidloje vybavené reviznymi dvierkami

LED modul, elektronicky napajacizdroj
Vymenitelny (iba LED) svetelny zdroj odbornikom.
Vymenitel'né riadiace zariadenie odbornikom.

10,43kg/12,55kg

31,5cmx29cmx99cm

24cmx24cmx95cm

Cree DK210704 V2 JB2835 3V 4K (& Technicky list)
Ano

10,9W

13,4W

2058Im

757Im

56,5Im/W

17,7%

4000K

SDCM3

80
>102000h
>52600h
PFO,9
10%
+25°C

-20...+45°C

Tento produkt obsahuje svetelny zdroj energetickej triedy uc¢innosti QD/CO EPREL

K dispozicii aj volitelné prisluenstvo:

-Vbezpecnostnejtriede pre KL I

- Pre LED farbu 2700K

- Preint hodnotu svetelného toku

- Verzia s ochranou proti prepatiu (SPD)

- Preinut farbu svietidla (podla farebnejpalety RAL)

Podmienky predaja a dalSie informacie po kontakte s obchodnym oddelenim Norlys

Nabehovy prud
Hodnotenie BUG

2A/50us
B1-U3-Gl1

P r|,S|U§enStVO predava sa samostatne

505XX0009 &
555ZX0009 &
110GA0309 &
3088GA0009 &
6011GA0011 &

Néhradné diely
ZS1733zx0010
Cert oHS
011/65/UE
15614001

Betdnovy kotviaci prvok
Adaptérnabetdnovy zéklad

Adaptérnamontaz

Adaptérnamontaz

SUpravanaopravu.

Pred instalaciou si prosim precitajte pokyny prilozené k svietidlu. InStalacné a servisné prace vykonava
osoba s prislusnymi opravneniami a kvalifikaciou, v sulade s platnymi predpismi. Vzhladom na dynamicky
rozvoj osvetlovacej technoldgie poskytujeme d'al$ie informécie na poZiadanie zakaznika. Kondenzécia,
ktora moze nastat v svietidlach, je prirodzeny jav a nema vplyv na kvalitu svietidla


https://files.norlys.com/Moduly_LED/datasheet Niviss Cree DK210704 V2 JB2835 3V.pdf
https://files.norlys.com/Moduly_LED/datasheet Niviss Cree DK210704 V2 JB2835 3V.pdf
https://eprel.ec.europa.eu/screen/product/lightsources/1145467
https://eprel.ec.europa.eu/screen/product/lightsources/1145467
https://datasheet.norlys.com/home_new,search,505XX0009
https://datasheet.norlys.com/home_new,search,505XX0009
https://datasheet.norlys.com/home_new,search,555ZX0009
https://datasheet.norlys.com/home_new,search,555ZX0009
https://datasheet.norlys.com/home_new,search,110GA0309
https://datasheet.norlys.com/home_new,search,110GA0309
https://datasheet.norlys.com/home_new,search,3088GA0009
https://datasheet.norlys.com/home_new,search,3088GA0009
https://datasheet.norlys.com/home_new,search,6011GA0011
https://datasheet.norlys.com/home_new,search,6011GA0011
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Subory na stiahnutie
Fotometrické LDT subory

Manual

Indexy

Register Farba
1733GR GRAFIT
1733AL HLINIK

Fotometrické IES subory

RAL
7016
9006

Ostatné farby podlavzorkovnika "Colors Template" /RAL - na objednavku, po dohode s

obchodnym oddelenim spolocnostiNorlys.

Pred instalaciou si prosim precitajte pokyny prilozené k svietidlu. InStalacné a servisné prace vykonava

RCC osoba s prislusnymi opravneniami a kvalifikaciou, v sulade s platnymi predpismi. Vzhladom na dynamicky
e rozvoj osvetlovacej technoldgie poskytujeme dalSie informécie na poziadanie zakaznika. Kondenzécia,
(C:ert OHS ktora moze nastat v svietidlach, je prirodzeny jav a nema vplyv na kvalitu svietidla
011/65/UE
CERTIFICATE|
1SO 14001



https://files.norlys.com/LDT_Files/1733_16983878038967.zip
https://files.norlys.com/IES_Files/1733_1698387803923.zip
https://files.norlys.com/Manuals/1733_16983878038689.pdf

