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Type of luminaire
Type of luminaire

Photometric body

Characteristics of the luminaire

Generalinformation

Materials

Mounting method

Terminal

240
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Type of light source

Light control
Luminaire weight net/ gross

120 Box dimensions [cm]

Luminaire dimensions [cm]

Technicaldata
LED module

Driver

Driver durability

External control

Light source wattage

Luminaire wattage

Lamp luminous flux
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105 Luminaire luminous flux
Efficiency of the luminaire
ULOR

750 Colortemperature

Colour consistency (McAdam
ellipse)

Flicker of light (Pst LM)
Strobe effect (SVM)
Colourrenderingindex CRI
L80TM-21[wg LM-80]

L0 TM-21[wg LM-80]
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THD factor
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Postlight fixture.
Diffuse downward-directed hemispherical light

Luminaire with a modern design. For lighting gardens and other private and
public areas

Powder painted aluminum cast. Lens - safety glass, satin. Silicone gasket.
EPDM cable gland.

Luminaire mounting: 4 holes g10mm, spacing 61x121mm
According to the attached assembly instructions
Otheraccessories must be purchased separately

Connection terminals: max 3x4mm?2
Possibility of connecting the luminaire inloops of max. 3x4mm?2
Roundinsulated cable with a diameter of: 28...12mm or g10...14mm

LED module, electronic power supply
Replaceable (LED only) light source by a professional.
Replaceable control gear by a professional.

Phase-dimming (TRIAC) TRAILING EDGE (TE) - LEADING EDGE (LE)
6,99kg/7,57kg
70cmx28cmx16cm

24cmx12cmx 65cm

Cree DK200305 V3 JB2835 3V 3K (¢ Datasheet)
Yes

50000h

Dim. TRIAC (KGP) (User manual)
6,5W

8,6W

Nn76lm

566lm

65,8Im/W

0%

3000K

SDCM3

<0.4

80
>102000h
>52600h
PF 0,92
15%

+25°C
-20...+45°C

This product contains light source of energy efficiency class ‘QD/CO EPREL
Optionally, the luminaireis also available:

- Foradifferentluminous flux value

- Version with surge protection device (SPD)

- Foradifferent color of the luminaire (according to the RAL color palette)

- Foradifferentluminaire height

Terms of sale and otherinformation, after contact with the Norlys Sales Department

8A/10us
BO-U1-GO

Maximum number of luminaires of this type per MCB:
B10A: 46, B16A: 75, C10A:74, C16A:120

Before the assembly, read the instructions attached to the luminaire. Installation and service work is
carried out by a person with appropriate authorizations and qualifications, in accordance with
applicable regulations. Condensation that may occurin the luminairesis a natural phenomenon and
does not affect the quality of the luminaire


https://files.norlys.com/Moduly_LED/datasheet DK200305 MOD NRL 1305003 R02.pdf
https://files.norlys.com/Moduly_LED/datasheet DK200305 MOD NRL 1305003 R02.pdf
https://files.norlys.com/Sterowanie/dim Triac CC15W200-350CG.pdf
https://eprel.ec.europa.eu/screen/product/lightsources/1143438
https://eprel.ec.europa.eu/screen/product/lightsources/1143438

49 NORLYS

Namsos 1932XX0014
14.10.2026 v.14.5

NAMSOS 1932
s

AC

220-240V|
50-60Hz

C€

EAL D [es

IK B | ‘.
08| |iEn| |piM

www.norlys.no

Norlys AS

P.BT014 Hoff, 0218
Oslo

Hovfaret 4B, 0275
Oslo

Norway
+47 2412401
firmapost@norlys.no

L

TOVRheinland

Accessories sodseparately
112ZX0009 &
113GA0009 &
114GA0010 &

Spare parts
ZS1932zx0014

Files to download
Photometric LDT files

Manual

Indexes
Index
1932AL
1932GR

Concreting anchor
Ground anchor

Adapterfor concrete foundation

Repairkit.
Photometric IES files
Color RAL
ALUMINUM 9006
GRAPHITE 7016

Othercolors accordingto the "Colors Template" /RAL pattern book - available onrequest,
subject to agreement with Norlys' Sales Department.

Management
System

1SO 9001:2015
IATF 16949:2016

| www.tuv.com
ID 9108651873

59,
(@)

ISPy
e

CERTIFICATE
1SO 14001

oHS

011/65/UE

Before the assembly, read the instructions attached to the luminaire. Installation and service work is
carried out by a person with appropriate authorizations and qualifications, in accordance with
applicable regulations. Condensation that may occurin the luminairesis a natural phenomenon and
does not affect the quality of the luminaire


https://datasheet.norlys.com/home_new,search,112ZX0009
https://datasheet.norlys.com/home_new,search,112ZX0009
https://datasheet.norlys.com/home_new,search,113GA0009
https://datasheet.norlys.com/home_new,search,113GA0009
https://datasheet.norlys.com/home_new,search,114GA0010
https://datasheet.norlys.com/home_new,search,114GA0010
https://files.norlys.com/LDT_Files/1932_16789702234415.zip
https://files.norlys.com/IES_Files/1932_16789702234563.zip
https://files.norlys.com/Manuals/1932_16781890440816.pdf

