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Typ svietidla
Fotometrickeé teleso Diftizne svetlo smerujice nadol.
o o Svietidlo s modernym dizajnom. Na osvetlenie zahrad a inych sikromnych
Charakteristiky svietidla averejnych priestranstiev.
VSeobecné informacie
Materidl Praskovou farbou natrety hlinikovy odliatok. So$ovka - bezpeénostné skio,
y satén. Silikdnové tesnenie. EPDM priechodka kébla.
Montaz svietidla: 4 otvory g10mm, rozostup 61x12Tmm
Metddamontéze Podla prilozenych montaznych pokynov
Ostatné prislusenstvo musibyt zakupené zvlast
Skrutkovacie svorky: max 3x4mm?2
Terminal Moznost pripojenia svietidla v slu¢kéch max. 3x4mm?2
Kruhovy izolovany kébel s priemerom: @8...12mm alebo 210...14mm
LED modul, elektronicky napajacizdroj
Typ svetelného zdroja Vymenitelny (iba LED) svetelny zdroj odbornikom.
Vymenitel'né riadiace zariadenie odbornikom.
Hmotnost svietidla netto /
it 6,99kg/7,57kg
Rozmery krabice [cm] 70cmx28cmxlé6cm
Rozmery svietidla [cm] 24cmx12cmxé65cm
240 120
— Technické Udaje
H LED moduly Cree DK200305 V3 JB2835 3V 3K (& Technicky list)
., Ovladac Ano
2 Odolnost oviadaca 50000h
[(e]
Externé ovladdanie Stmievatelny. TRIAC (KGP) (PouZivatel'ska prirucka)
Vykon svetelného zdroja 6,5W
. . Prikon svietidla 8,6W
Svetelny tok lampy 1176Im
Svetelny tok svietidla 566lm
Ucinnost svietidla 65,8Im/W
105° 105° ULOR O%
90° 90° Teplota farby 3000K
Farebnéa konzistencia
75 75 (McAdamova elipsa) SDCM3
Blikanie svetla (Pst LM) <1
o “w o Stroboskopicky efekt (SVM) <0.4
oo Index podania farieb CRI 80
a5 a5t L80OTM-21[wg LM-80] >102 000h
800 L90 TM-21[wg LM-80] >52600h
Svietidlo Power Factor PF 0,92
e e i Faktor THD 15%
——C0-C180 ———(C90-C270 L
30° 15° o 15° 30 TaNominalna teplota +25°C
Rozsah prevadzkovejteploty o
1932 10m| okolia (temp.) -20..+45°C
H = 0.65 , . . o Ly A
m Tento produkt obsahuje svetelny zdroj energetickej triedy ucinnosti D/CO EPREL
~ Volitelne je svietidlo dostupné aj:
- Pre LED farbu 2700K [1/1]
Ix - Preint hodnotu svetelného toku
\ -Verzia s ochranou proti prepdlovaniu (SPD)
- Preint farbu svietidla (podla farebnejpalety RAL)
\ \ - Preintvysku svietidla
sl 1 Obchodné podmienky a d'alSie informacie po kontakte s predajnym oddelenim Norlys
/ / Nabehovy prud 8A/10us
\ B Hodnotenie BUG BO-UI-GO
Maximalny pocet svietidiel tohto typu najeden MCB:
\___/
B10A: 46, B16A:75, C10A:74, C16A:120
Pr|,S|U§enStVO predava sa samostatne
om 160
112ZX0009 & Betdnovy kotviaci prvok
113GA0009 & Zemnékotva
114GA0010 & Adaptérnabetonovy zaklad
Norlys AS gﬂuﬂau-m-m oy Pred montazou si precitajte pokyny prilozené k svietidlu. InStalaciu a servisné prace vykonava osoba's
P.BT014 Hoff, 0218 ‘s";';;:mms RCC prislusnymi opravneniami a kvalifikédciou v silade s platnymi predpismi. Kondenzécia, ktord samoze
Oslo : A |ATE 16949:2016 (c:m OHS vyskytnutv svietidlach, je prirodzeny java nema vplyv na kvalitu svietidla.
Hovfaret 4B, 0275 TOVRheinland 011/65/UE
Oslo | wwwiuv.com CERTIFICATE
Norway ID 9108651873 1SO 14001
+47 2412401

firmapost@norlys.no



https://files.norlys.com/Moduly_LED/datasheet DK200305 MOD NRL 1305003 R02.pdf
https://files.norlys.com/Moduly_LED/datasheet DK200305 MOD NRL 1305003 R02.pdf
https://files.norlys.com/Sterowanie/dim Triac CC15W200-350CG.pdf
https://eprel.ec.europa.eu/screen/product/lightsources/1143438
https://eprel.ec.europa.eu/screen/product/lightsources/1143438
https://datasheet.norlys.com/home_new,search,112ZX0009
https://datasheet.norlys.com/home_new,search,112ZX0009
https://datasheet.norlys.com/home_new,search,113GA0009
https://datasheet.norlys.com/home_new,search,113GA0009
https://datasheet.norlys.com/home_new,search,114GA0010
https://datasheet.norlys.com/home_new,search,114GA0010
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Fotometrické IES subory

RAL
7016
9006

Ostatné farby podlavzorkovnika "Colors Template" /RAL - na objednavku, po dohode s
obchodnym oddelenim spolocnostiNorlys.
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Pred montéazou si precitajte pokyny prilozené k svietidlu. InStalaciu a servisné prace vykonava osoba's
prislusnymi opravneniami a kvalifikdciou v stlade s platnymi predpismi. Kondenzécia, ktord sa moze
vyskytnutv svietidlach, je prirodzeny javanema vplyv na kvalitu svietidla.


https://files.norlys.com/LDT_Files/1932_16789702234415.zip
https://files.norlys.com/IES_Files/1932_16789702234563.zip
https://files.norlys.com/Manuals/1932_16781890440816.pdf

