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Type of luminaire
Type of luminaire Postlight fixture.
Photometric body Four side light distribution covered from the top.

Abollard luminaire with a stable and durable structure.

Characteristics of the luminaire Forlighting private and public areas

Generalinformation

Powder painted aluminum cast. Lens - clear polycarbonate, UV stabilized.

Materials Silicone gasket.

Mounting of the luminaire: 6 oval holes 10x15 with a diameter of @172mm
Mounting method every 60°
Otheraccessories must be purchased separately

Connection terminals: max 3x4mm?2

Possibility of connecting the luminaire with loops of max. 3x2.5mm?2
Round insulated cable with a diameter of: 28...12mm or g10...14mm
The luminaire is equipped with an revision door

Terminal

LED module, electronic power supply
Type of light source Replaceable (LED only) light source by a professional.
Replaceable control gear by a professional.

Light control Non-dimmable fixture
Luminaire weight net / gross 10,84kg /13,16kg

Box dimensions [cm] 31,5cmx29cmx99cm
Luminaire dimensions [cm] 24cmx24cmx95cm

Technical data

LED module Philips Fortimo SLM C 1208 L15 2024 G7 3K (¢ Datasheet)
Driver Yes
Driver durability 50000h
Light source wattage 19,2W
Luminaire wattage 21,8W
Lamp luminous flux 3264Im
Luminaire luminous flux 530Im
:_Uurrr:;:]na(i)ruemntensny of the 180¢cd
Efficiency of the luminaire 24,3Im/W
ULOR 0%
Colortemperature 4000K
glﬁg)c;uer)consmtency(McAdam SDCM3
Flicker of light (Pst LM) <1

Strobe effect (SVM) <04
Colourrenderingindex CRI 80
L90B10 [wg LM-80] >60000h
THD factor 20%
TaRated temperature +25°C

Ambient operatingtemp.range  -20...+45°C

This product contains light source of energy efficiency class @_>/09 EPREL
Inrush current 4,6A/65us
BUGrrating BO-U2-GO

Maximum number of luminaires of this type per MCB:
B10A: 21, B16A: 34, C10A: 35, C16A: 54

Accessories sodseparately

505XX0009 & Concreting anchor

5557X0009 &

110GA0309 & Adapterforconcrete foundation

3088GA0009 & Mounting adapter

6011GA0011 & Mounting adapter

Spare parts

755024zx0016 Service set.
evve Before theinstallation, please read the instructions included with the luminaire. Installation and service
RCC work are carried out by a person with appropriate authorizations and qualifications, inaccordance with

applicable regulations. Due to the dynamic development of lighting technology, we provide additional
{c:'grt OHS information upon customer request. Condensation that may occurinluminairesis a natural

011/65/UE phenomenon and does not affect the quality of the luminaire,
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https://files.norlys.com/Moduly_LED/Datasheet_Fortimo_SLM_1208_L15_2024_G7_.pdf
https://files.norlys.com/Moduly_LED/Datasheet_Fortimo_SLM_1208_L15_2024_G7_.pdf
https://eprel.ec.europa.eu/screen/product/lightsources/791842
https://eprel.ec.europa.eu/screen/product/lightsources/791842
https://datasheet.norlys.com/home_new,search,505XX0009
https://datasheet.norlys.com/home_new,search,505XX0009
https://datasheet.norlys.com/home_new,search,555ZX0009
https://datasheet.norlys.com/home_new,search,555ZX0009
https://datasheet.norlys.com/home_new,search,110GA0309
https://datasheet.norlys.com/home_new,search,110GA0309
https://datasheet.norlys.com/home_new,search,3088GA0009
https://datasheet.norlys.com/home_new,search,3088GA0009
https://datasheet.norlys.com/home_new,search,6011GA0011
https://datasheet.norlys.com/home_new,search,6011GA0011
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Files to download

Photometric LDT files

Manual

Indexes

Index
5024A

L

5024GR

Othercolorsaccording to the "Colors Template" pattern book - available onrequest, subject to
agreement with Norlys' Sales Department.
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Photometric IES files

Color RAL
ALUMINUM 9006
GRAPHITE 7016

Before the installation, please read the instructions included with the luminaire. Installation and service
work are carried out by a person with appropriate authorizations and qualifications, inaccordance with
applicable regulations. Due to the dynamic development of lighting technology, we provide additional
information upon customer request. Condensation that may occurinluminairesis a natural
phenomenon and does not affect the quality of the luminaire,


https://files.norlys.com/LDT_Files/5024_17725265513346.zip
https://files.norlys.com/IES_Files/5024_17725265513509.zip
https://files.norlys.com/Manuals/5024_16984069690445.pdf

