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220-240V|
Type af armatur

50-60Hz
Fotometrisk krop

Materialer

Type af lyskilde

Boksdimensioner [cm]

Tekniske data
LED-modul

Extern kontrol

Armatur wattforbrug

160

600

Luminaires lysstram

Farvetemperatur
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850

L70TM-21[wg LM-80]
Power Factorarmatur
THD-faktor
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TaNomineltemperatur

Filer til download

Effektivitet af armaturet

Generelinformation

Armaturens veegt netto / brutto

Farvekonsistens (McAdam-

Farvegengivelsesindeks CRI

Omradets driftstemp. for
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Symmetrisk lys med 36D stralevinkel.

Pulverlakeret aluminiumsstabning. Lampskaerm - sikkerhedsglas,
gennemsigtig. Rustfrit stal.

LED-modul AC integreret

Udskiftelig (kun LED) lyskilde af en fagmand.

0,95kg /1,29kg

63,5cmx11,5cmx11,5cm

Lumens EDC 38C 8W xxx 230V A1013K (¢ Datablad)

FasedaemperLumen LED AC (Brugermanual)

4w
389Im
97,3Im/W
3000K

SDCM3

80
59000h
PF>0,98
<20%
+25°C

-20...+45°C

35mA/60ms

Klampe
Klampe
Klampe
Monteringsadapter

Koblingsboks

Farve
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