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Leuchtengewicht netto /brutto

Symmetrisches Licht mit 36° Strahlungswinkel.

Allgemeine Informationen

Pulverbeschichtetes Aluminiumguss. Lampschirm - Sicherheitsglas,
transparent. Edelstahl.

LED-ModulAC integriert
Austauschbare (nur LED) Lichtquelle durch einen Fachmann.

0,95kg /1,29kg

63,5cmx11,5cmx11,5cm

Lumens EDC 38C 8W xxx 230V A101 3K (& Datenblatt)
Phasen-Dimmer Lumens LED AC (Benutzerhandbuch)
4w

389Im

97,3Im/W

3000K

SDCM3

80
59000h
PF>0,98
<20%
+25°C

-20...+45°C

Dieses Produkt enthélt eine Lichtquelle der Energieeffizienzklasse _QD/CO EPREL

35mA/60ms
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Farbe RAL
GRAPHIT 7016
SCHWARZ 9005

Weitere Farben gemaf dem Farbmuster "Colors Template" - auf Anfrage, nach Absprache mit der

Handbuch
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https://files.norlys.com/Moduly_LED/Data sheet EDC 38C 8W XXX 230V A101 V1.2.pdf
https://files.norlys.com/Moduly_LED/Data sheet EDC 38C 8W XXX 230V A101 V1.2.pdf
https://files.norlys.com/Sterowanie/Lumens LED AC Dimmer compatibility.pdf
https://eprel.ec.europa.eu/screen/product/lightsources/1080669
https://eprel.ec.europa.eu/screen/product/lightsources/1080669
https://datasheet.norlys.com/home_new,search,6434XX0009
https://datasheet.norlys.com/home_new,search,6434XX0009
https://datasheet.norlys.com/home_new,search,6435XX0009
https://datasheet.norlys.com/home_new,search,6435XX0009
https://datasheet.norlys.com/home_new,search,6436XX0009
https://datasheet.norlys.com/home_new,search,6436XX0009
https://datasheet.norlys.com/home_new,search,6729XX0009
https://datasheet.norlys.com/home_new,search,6729XX0009
https://datasheet.norlys.com/home_new,search,145ZX0009
https://datasheet.norlys.com/home_new,search,145ZX0009
https://files.norlys.com/LDT_Files/6626_17204305207024.zip
https://files.norlys.com/IES_Files/6626_17204305207056.zip
https://files.norlys.com/Manuals/6626_17204302707787.pdf

