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Valgustitutp
Fotomeetriline keha

Valgustiomadused

Uldine teave

Materjalid

Valgusallika tadp

Valgustikaalneto /bruto
Kastimodtmed [cm]

Tehnilised andmed
LED-moodul

Véline juhtimine
Valgustivoimsus
Valgustivalgusvoog
Valgustitdhusus
Varvitemperatuur
Véarvikonstant (McAdami ellips)
Varviedastusindeks CRI
L70TM-21[wg LM-80]
Power Factor valgusti

THD tegur

Ta hinnatud temperatuur

Umbritseva tddtemp. vahemik

Summeetriline valgus 36D kiirenurgaga.

Teid on koolitatud andmete pohjal kuni oktoobrini 2023.

Pulbervarvitud alumiiniumvaland. Lambivari - turvaklaas, labipaistev.
Roostevabateras

LED moodul AC integreeritud
Vahetatav (ainult LED) valgusallikas professionaal poolt.

0,95kg /1,29kg

63,5cmx11,5cmx11,5cm

Lumens EDC 38C 8W xxx 230V A101 3K (@ Andmeleht)
Faasillliti Lumenite LED AC (Kasutusjuhend)
4W

389Im

97,3Im/W

3000K

SDCM3

80

59000h

PF>0,98

<20%

+25°C

-20...+45°C

Seetoode sisaldab valgusallikat energiaklassi energiatéhususestﬁD/Cg EPREL

Sissevooluvool

Ta I’Vi kU d mitakse eraldi

6434XX0009 &
6435XX0009 &
6436XX0009 &
6729XX0009 &
1457X0009 &

Failid allalaadimiseks
Fotomeetrilised LDT-failid

Kasiraamat

Indeksid
Indeks
6626GR
6626BL

35mA/60ms

Kinnitus
Kinnitus
Kinnitus

Paigaldusadapter

Uhenduskarp
Fotomeetrilised IES failid
Varv RAL
GRAFIIT 7016
MUST 9005

Muud varvid vastavalt varvikaardile "Colors Template" - tellimisel, kokkuleppel Norlysi

muUtgiosakonnaga.
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https://files.norlys.com/Moduly_LED/Data sheet EDC 38C 8W XXX 230V A101 V1.2.pdf
https://files.norlys.com/Moduly_LED/Data sheet EDC 38C 8W XXX 230V A101 V1.2.pdf
https://files.norlys.com/Sterowanie/Lumens LED AC Dimmer compatibility.pdf
https://eprel.ec.europa.eu/screen/product/lightsources/1080669
https://eprel.ec.europa.eu/screen/product/lightsources/1080669
https://datasheet.norlys.com/home_new,search,6434XX0009
https://datasheet.norlys.com/home_new,search,6434XX0009
https://datasheet.norlys.com/home_new,search,6435XX0009
https://datasheet.norlys.com/home_new,search,6435XX0009
https://datasheet.norlys.com/home_new,search,6436XX0009
https://datasheet.norlys.com/home_new,search,6436XX0009
https://datasheet.norlys.com/home_new,search,6729XX0009
https://datasheet.norlys.com/home_new,search,6729XX0009
https://datasheet.norlys.com/home_new,search,145ZX0009
https://datasheet.norlys.com/home_new,search,145ZX0009
https://files.norlys.com/LDT_Files/6626_17204305207024.zip
https://files.norlys.com/IES_Files/6626_17204305207056.zip
https://files.norlys.com/Manuals/6626_17204302707787.pdf

