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Type of luminaire

Type of luminaire Reflectortype luminaire.

O S S é 7 5 O Moss 6750XX0309

Photometric body Symmetric light with 36D beam angle.

Forilluminating gardens, private areas and other architectural concepts.

Characteristics of the luminaire Possibility to adjust the direction of light also in the vertical plane.

Generalinformation
Materials Powder painted aluminum cast. Lampshade - safety glass, transparent.

Mounting of the luminaire: clamp fora @50 pole
Setincludes:

Art.6434 - clamp @50

Art.6701 - luminaire

Mounting method

The luminaire is equipped witha 3mlong HO5RN-F 3G1cable.
To be connectedinanappropriately selected electrical installation box

LED module AC integrated
Replaceable (LED only) light source by a professional.

Terminal

Type of light source

Light control Phase-dimming (TRIAC) TRAILING EDGE (TE) - LEADING EDGE (LE)
Luminaire weight net/gross 1kg/1kg
Technicaldata
LED module Lumens EDC 38C 8W xxx 230V A1013K (& Datasheet)
External control Phase dimmer Lumens LED AC (User manual)
Light source wattage 8W
Luminaire wattage 8,4W
Lamp luminous flux 840Im
Luminaire luminous flux 687Im
O‘ ‘ coH [B | £ Efficiency of the luminaire 81,8Im/W
™ ULOR 100%
Colortemperature 3000K
Colour consistency (McAdam
ellipse) SDCM3
v 1 i d it ey Colourrenderingindex CRI 80
L70TM-21[wg LM-80] 59000h
Nl LED photobiological threat RGO or RG]
Power Factor luminaire PF>0,98
1350 1200 1350 THD factor <20%
TaRatedtemperature +25°C
800 Ambient operatingtemp.range  -20...+45°C
120° 120° @
This product contains light source of energy efficiency class \Q_>/09 EPREL
/ . Optional luminaire also available:
% ¢ - For LED color 2700K [1/1]
- For15D and 24D beamangles
o0 o0 - Foradifferent color of the luminaire (according to the RAL color palette)
cdkim n= Terms of sale and otherinformation, after contact with the Norlys Sales Department.
P G0 75° Inrush current 35mA/60ms
BUG rating B1-UO-GO
ACCGSSOFIeS sold separately
E(180°) . 132
KD 187 8 6434XX0009 & Clamp
6435XX0009 & Clamp
E(180°) 190
feo pesr 7 6436XX0009 & Clamp
6729XX0009 & Mounting adapter
E(180°) 297
ECD) 1598 14 145ZX0009 & Connection box

) 5 Files to download

E(CO) 159.8° 220

Photometric LDT files Photometric IES files
E(180°) 1187 Manua‘
E(CO)  1598° 496
Odstep [m] srednia stozfa [m] Moc owietleniowa [Ix]
=0 - C180 (Kat polowkowy\40.4°)
E(180°) 4747
05 E(CO) 159.8° 1984
Norlys AS Management e Before theinstallation, please read the instructions included with the luminaire. Due to the dynamic
s s
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https://files.norlys.com/Moduly_LED/Data sheet EDC 38C 8W XXX 230V A101 V1.2.pdf
https://files.norlys.com/Moduly_LED/Data sheet EDC 38C 8W XXX 230V A101 V1.2.pdf
https://files.norlys.com/Sterowanie/Lumens LED AC Dimmer compatibility.pdf
https://eprel.ec.europa.eu/screen/product/lightsources/1080669
https://eprel.ec.europa.eu/screen/product/lightsources/1080669
https://datasheet.norlys.com/home_new,search,6434XX0009
https://datasheet.norlys.com/home_new,search,6434XX0009
https://datasheet.norlys.com/home_new,search,6435XX0009
https://datasheet.norlys.com/home_new,search,6435XX0009
https://datasheet.norlys.com/home_new,search,6436XX0009
https://datasheet.norlys.com/home_new,search,6436XX0009
https://datasheet.norlys.com/home_new,search,6729XX0009
https://datasheet.norlys.com/home_new,search,6729XX0009
https://datasheet.norlys.com/home_new,search,145ZX0009
https://datasheet.norlys.com/home_new,search,145ZX0009
https://files.norlys.com/LDT_Files/6750_17334673335942.zip
https://files.norlys.com/IES_Files/6750_17334673335982.zip
https://files.norlys.com/Manuals/6750_16533856772474.pdf
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Othercolorsaccording to the "Colors Template" pattern book - available onrequest, subject to
agreement with Norlys' Sales Department.
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Before the installation, please read the instructions included with the luminaire. Due to the dynamic
development of lighting technology, we provide additional information upon customer request. The
LED module canonly be replaced by a professional Norlys service. Condensation that may occurin

luminairesis a natural phenomenon and does not affect the quality of the luminaire



