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Before beginning assembly, please refer to the manual attached to the fixture. Due to the dynamic
development of lighting technology, additional information is provided upon customer request.
Replacement of the LED module is possible only through a professional service by Norlys. Condensation
that may occur in fixtures is a natural phenomenon and does not affect the deterioration of the fixture's
quality.
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Odstęp [m] średnica stożka [m] Moc oświetleniowa [lx]

0.5 0.12

1.0 0.24

1.5 0.36

2.0 0.48

2.5 0.61

3.0 0.73

Type of luminaire
Type of luminaire Portable, in-ground mounting reflector luminaire.

Photometric body Symmetric light with 15D beam angle

Characteristics of the luminaire
For lighting gardens, private areas, and other architectural concepts.
Possibility to adjust the lighting direction also in the vertical plane.
The fixture requires an external power supply.
The LED module is dimmable.

General information
Materials Powder painted aluminum cast. Lampshade - safety glass, transparent.

Mounting method
Fixture equipped with a spike (for inserting into ground surfaces).
Other accessories must be purchased separately.
According to the attached installation instructions.

Terminal The fixture is equipped with an H05RN-F 2x1 cable with a length of 3 m.
To be connected in a suitably selected electrical installation box.

Type of light source
LED module DC24V, requires an external power source [voltage-stabilized
power supply]
Replaceable (LED only) light source by a professional.

Light control
Choosing the appropriate power supply and executing the lighting
installation should only be carried out by a person with the necessary
qualifications and in accordance with current regulations.

Luminaire weight net / gross 0,56kg / 0,64kg

Box dimensions [cm] 23cm x 12,5cm x 9cm

Luminaire dimensions [cm] 8,5cm x 6,5cm x 10,8cm

Technical data
LED module Cree DK250602 JR5050C DC24V 6,8W 2,7K (  Datasheet)

External control According to the design.

Light source wattage 6W

Luminaire wattage 6,8W

Lamp luminous flux 880lm

Luminaire luminous flux 748lm

Luminous intensity of the
luminaire 5984cd

Efficiency of the luminaire 110lm/W

ULOR 100%

Color temperature 2700K

Colour consistency (McAdam
ellipse) SDCM3

Colour rendering index CRI 80

L90 TM-21 [wg LM-80] >135 500h

LED photobiological threat RG0 or RG1

Ta Rated temperature +25°C

Ambient operating temp. range -30...+50°C

This product contains light source of energy efficiency class  /  EPREL

Accessories sold separately

145ZX0009 Connection box

Files to download
Photometric LDT files Photometric IES files

Manual

Indexes
Index Color RAL

DC6985BL BLACK 9005

DC6985CS CORTEN STEEL approx. 8011

DC6985GR GRAPHITE 7016
Other colors according to the "Colors Template" pattern book - available on request, subject to
agreement with Norlys' Sales Department.

https://files.norlys.com/Moduly_LED/DK250602_1CW_38S_NL-EDC-4W-6W_JR5050C_VA02([No_Variations])_3D.PDF
https://files.norlys.com/Moduly_LED/DK250602_1CW_38S_NL-EDC-4W-6W_JR5050C_VA02([No_Variations])_3D.PDF
https://eprel.ec.europa.eu/screen/product/lightsources/2417449
https://eprel.ec.europa.eu/screen/product/lightsources/2417449
https://datasheet.norlys.com/home_new,search,145ZX0009
https://datasheet.norlys.com/home_new,search,145ZX0009
https://files.norlys.com/LDT_Files/6985_17688943250464.zip
https://files.norlys.com/IES_Files/6985_17688943250533.zip
https://files.norlys.com/Manuals/DC6985_1782113336403.pdf

